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SAT 118

Features :

Low heat build up, even wear resistance, bead design
meets the requirement of being superior and strengthened
, best traction, suitable for highway, city road and
common way.

Size PR | Tread |Standard | Load Index | Overall | Section | Load(kg) | Pressure
Depth | Rim & Dia | Width (kpa)
(mm) Speed Rating| (mm) | (mm)
9.00R20 16 | 155 [7.0 144/142K | 1018 260 2800/2650 | 900
10.00R20 16 | 165 |75 149/146K | 1049 276 3000/2725 | 830
10.00R20 18 165 |75 149/146K | 1049 276 3250/3000 930
11.00R20 16 17 8.0 152/149K | 1083 288 3350/3075 830
11.00R20 18 | 17 8.0 152/149K | 1083 288 3550/3250 | 930
12.00R20 18 | 16 8.5 154/151K | 1118 310 3750/3450 | 830
12.00R24 20 16 8.5 160/157K | 1118 310 4000/3650 900
13R22.55 18 16 9.75 154/151L | 1124 320 3750/3350 850
315/80R22.5 |18 | 16 9.0 154/151M | 1054 278 3250/3000 | 930
315/80R22.5 |20 | 16 9.0 157/153L | 1054 278 3250/3000 | 930
SAT 119
Features :

Execellent belt structure provides high wear resistance
and low heating. Also, provides strong adhesion and
anti slip performance, beed design meets the
requirement of being superior and strengthened,
designed for special use conditions, radial construction
of carcass makes it comfortable ride.

Size PR | Tread |Standard | Load Index | Overall | Section | Load(kg) | Pressure
Depth | Rim & Dia | Width (kpa)
(mm) Speed Rating| (mm) | (mm)

10.00R20 16 | 19 75 149/146K | 1054 278 3000/2725 | 830

10.00R20 18 | 19 75 149/146K | 1054 278 3250/3000 930

11.00R20 16 | 20 8.0 152/149K | 1089 288 3350/3075 830

11.00R20 18 | 20 8.0 152/149K | 1089 288 3550/3250 | 930

12.00R20 18 | 16 8.5 154/151K | 1118 310 3750/3450 | 830




SAT 168

Features :

Great stability at high speed, bead design meets the
requirement of being superior and strengthened, best
traction suitable for highway, city road and common way.

Size PR | Tread |Standard | Load Index | Overall | Section | Load(kg) | Pressure
Depth | Rim & Dia | Width (kpa)
(mm) eed Rating] (mm) | (mm)

11.00R22.5 |16 | 155 |8.25 149/146 | 1048 | 268 3000/2725 | 830

12.00R22.5 |16 | 155 | 9.0 152/149M | 1081.5 | 289 3350/3075 | 830

12.00R22.5 |18 | 155 | 9.0 | 152/149M | 1081.5 | 289 3550/3275 | 930

295/80R22.5 |18 | 155 | 9.0 152/149M | 1046 | 291 3550/3250 | 900

315/80R22.5 |18 | 17.0 | 9.0 154/151M | 1089 | 288 3550/3250 | 930

315/80R22.5 (20 | 17.0 | 9.0 | 157/149L | 1089 | 288 3550/3250 | 930

SAT 178

Features :

Excellent load bearing capacity, Better mileage and
excellent durability. Best traction, suitable for highway,
city road and common way.

Size PR | Tread |Standard | Load Index | Overall | Section | Load(kg) | Pressure
Depth | Rim & Dia | Width (kpa)
(mm) Speed Rating| (mm) | (mm)
9.00R20 14 | 15 |70 142/142K | 1015 | 260 | 2575/2430 | 790
9.00R20 16 [ 15 [70 | 142/142K | 1015|288 | 28002650 | 900
10.00R20 | 16 | 155 |75 149/146K | 1044 | 276 | 30002725 | 830
10.00R20 |18 | 155 |75 149/146K | 1044 | 276 | 3250/3000 | 930
11.00R20 |16 | 165 | 8.0 152/149K | 1079 | 288 | 3350/3075 | 830
1L.O0R20 | 18| 165 | 8.0 152/149K | 1079 | 288 3550/3250 | 930
1200R20 |18 | 16 |85 154/151K | 1118 [310 | 3750/3450 | 830
1200R24 | 20| 16 |85 160/1S7K | 1118|310 | 4000/3650 | 900
SAT 199
Features :

Drive, braking, superior abrasion resistance, tear
resistance, good load capacity, general pavement road,
mixed surface, in the short- distance use of.

Size PR | Tread |Standard  Load Index | Overall Section | Load(kg) | Pressure
Depth | Rim & Dia | Width (kpa)
(mm) peed Rating, (mm) | (mm)

11.00R20 18 | 17.0 | 8.0 152/149K | 1085 293 3550/3250 | 930

12R22.5 |18 | 155 [9.0 | 152/149M | 1081.5 | 289 3550/3275 | 930




SAT 222

Features :

Driving, braking superior abrasion resistance , good
load capacity. Suitable for general pavement road,
mixed road surface, the short distance use, apply to drag
wheels and driving wheels.

Size PR | Tread |Standard| Load Index | Overall | Section | Load(kg) | Pressure
Depth | Rim & Dia | Width (kpa)
(mm) Speed Rating| (mm) | (mm)

295/80R22.5 | 18 | 20 9.00 152/149M | 1050 298 3550/3150 | 850

315/80R22.5 [18 | 20 9.00 154/149M | 1082 312 3750/3450 | 830

315/80R22.5 |20 | 20 9.00 157/153L | 1082 312 3750/3450 | 830

Features :

Powerful driving force, Anti peeling performance, Low
heat build up. Suitable for general pavement road, mixed
road surface, the short distance use, apply to drag wheels
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and driving wheels.

Size PR | Tread |Standard| Load Index | Overall | Section | Load(kg) | Pressure
Depth | Rim & Dia | Width (kpa)
(mm) Speed Rating (mm) | (mm)

11R22.5 16 | 22 8.25 146/143M | 1048 268 3000/2725 830

12R22.5 16 | 21 9.00 152/149M | 1081.5 | 289 3550/3275 930

295/80R22.5 |16 | 22 9.00 152/149M | 1046 291 3550/3250 | 900

Features :

Excellent heat dissipation performance, Great durability,
Good load capacity, best traction, suitable for highway,
city road and common way.

Size PR | Tread |Standard| Load Index | Overall | Section | Load(kg) | Pressure
Depth | Rim & Dia | Width (kpa)
(mm) Speed Rating| (mm) | (mm)

10.00R20 16 | 155 |75 149/146K | 1044 | 276 3000/2725 | 830

10.00R20 18| 155 |75 149/146K | 1044 | 276 3250/3000 | 930







